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The four sampling locations will be field-identified by the Characterization Manager or designee throughout the base of the 
A5EF northern drainage ditch. At each of the four locations, a surface (0-0.5 foot) sample will be collected per SMPL-01, 
Solids Sampling. A minimum of 50 grams of sample material is necessary (glass or plastic container, no preservation 
required). No field QC samples will be required. Alphaheta screen samples will not be necessary, since previously 
collected data can be used to ship the samples. 
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The samples will be identified as: Remediation Area-TC#.R, where: 
- Remediation Area = A5EF; 
- 
- 
- R indicates radiological analysis. 
So the samples collected under this V/FCN will be identified as: ASEF-TC1-R, ASEF-TC2-R, ASEF-TC3-R, and 

ONQV TC indicates sample is collected only for technetium-99 analysis; 
# represent a sequential number (1 through 4); and 

II 
ASEF-TCCR. 

All four samples will be taken to the SPL and prepared for shipment to an off-site laboratory where they will be analyzed for 
technetium-99 (ASL B, RMDC = 2.91 pCi/g). Data turn-around-time will be 3 days. Field data will be validated. 
Analytical validation is not required. 

Justification: 
Per communications with OEPA, four techentium-99 analyses should be performed from soil at the base of the northern 
A5EF ditch since it has carried potentially impacted drainage. 
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